
TAA FLIGHT TRAINING


N4540S  BE55 Baron

Baron 55 
BEFORE STARTING ENGINES

Preflight Inspection
COMPLETE
Cargo Compartments
CKD & SECURE

Passenger Briefing
AS REQUIRED

Cabin Doors
CLOSED & LOCKED

ENGINE START

Beacon & Nav Lights
ON

Propeller Area
CLEAR

Engines
Start

Oil Pressure
CHECK

Alternators
ON

ENGINE RUN-UP
Props (1500 RPM)
FEATHER CHECKED

Loadmeters & Voltage Reg.
CHECKED

De-Ice & Anti-Ice Equipment
CHECKED

Suction
CHECKED

Props (1700 RPM)
MAGNETOS CHECKED

Props (2000 RPM)
ENGINE GAUGES CHECKED

Reduce Power (1000 RPM)
MAGNETOS GROUND TEST

BEFORE TAKEOFF

Circuit Breakers
CHECKED

Cowl Flaps
OPEN

Fuel Quantity
CHECKED

Fuel Selectors
ON

Flaps
SET FOR TAKEOFF

Trim
(3) SET FOR TAKEOFF
Flight Instruments
CHECKED

Comms & Navs
SET FOR TAKEOFF

Engine Instruments
CHECKED

RUNWAY ITEMS

Flight Controls
FREE & CORRECT

Transponder
ON ALTITUDE

Lights
AS REQUIRED

Pitot Heat & Anti-Ice
AS REQUIRED


AFTER TAKEOFF

Gear
UP

Flaps
UP

Taxi & Landing Lights
OFF

CRUISE
Power
SET
Boost Pumps
AS REQUIRED
Mixtures
AS REQUIRED

Cowl Flaps
AS REQUIRED

Fuel Quantity
MONITOR

APPROACH CHECK

Approach
REVIEW
Navs
TUNED & IDENTIFIED

Primary Nav Selected
VLOC or GPS AS REQUIRED

Fuel Selectors
ON

Fuel Quantity
CHECKED

Mixtures
AS REQUIRED

Flaps
SET AS REQUIRED

BEFORE LANDING

Gear
DOWN AND LOCKED

Brakes
TEST

Mixtures
AS REQUIRED

Props
AS REQUIRED

Heater Switch
OFF or BLOWER

AFTER CLEARING RUNWAY

Lights
OFF / AS REQUIRED

Pitot Heat & Anti-Ice
OFF

Cowl Flaps
OPEN

Transponder
STANDBY

Mixtures
FORWARD

Props
FORWARD

Flaps
RETRACTED

Trim
(3) SET FOR TAKEOFF

SHUTDOWN
Engines
IDLE at 1000 RPM

Aspen Avionics Switch
OFF

Avionics Master
OFF

Mixtures
IDLE CUT-OFF

Beacon & Nav
OFF

Magneto Switches
OFF

Alternator Switches
OFF

Battery Key
OFF

All Cargo Compartments
CKD & SECURE

Tie Downs and Chocks
SECURE

Postflight
COMPLETE
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